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SAE 100 R1
1T03 3/16 5 0.48 12.3 3625
1104 1/4 6 0.53 13.5 3263
1105 5/16 8 0.61 15.4 3118
1T06 3/8 10 0.68 175 2610
1TO8 1/2 12 0.81 20.6 2320
1T10 5/8 16 0.94 24 1885
1T12 3/4 19 1.09 277 1523
1T16 1" 25 1.4 36 1276
1720 1.1/4 31 1.74 441 914
1724 1.1/2 38 2 51 725
1132 2 51 2.49 63.2 580

Application: Petroleum base hydraulic fluids and lubricating oils
Inner Tube: Nitrile

Reinforcement: One braid steel wire

Cover: Synthetic rubber abrasion resistant, MSHA accepted.
Temperature Range: -40F to +212F (-40C to +100C)

SAE 100 R2
2704 1/4 6.3 0.59 15 5800
2706 3/8 10 0.75 19 4750
2708 1/2 12.5 0.88 22.3 4000
2710 5/8 16 1 25.5 3600
2712 3/4 19 1.16 29.4 3100
2T16 1” 25 1.5 38.1 2400
2720 1.1/4 32 1.86 47.1 1800
2724 1.1/2 38 2.14 54.5 1300
2132 2" 51 2.64 67.2 1150

Application: Petroleum base hydraulic fluids and lubricating oils
Inner Tube: Nitrile

Reinforcement: Two braid steel wire

Cover: Synthetic rubber

Temperature Range: -40F to +212F (-40C to +100C)

!‘

25
22.5
21.5

18

13
10.5

8.8

6.3

40
33
28
25
21.5
16.5
12.5

#34
L ,

b
-

1]
L

‘_f
*

L

L4
*
]
.

W

Fa 0

b

g
vy

‘u"

Fiar
& &y
F

L
&

e

3’5
4.02
4.49

7.01
7.99
9.49
12.01
16.5
20
25

N O~

8

9.1/2

12

16.1/2

20
25

89
102
114
127
178
203
241
305
419
508
635

100
125
180
200
240
300
420
500
630

0.44
0.55
0.68
0.79
0.99
115
1.43
2.01
2.87
3.75
4.41

0.26
0.37
0.45
0.52
0.67

1.16
1.44
1299

0.2
0.25
0.31
0.36
0.45
0.52
0.65
0.91

1.3
1.7

0.39
0.55
0.67
0.77

1.49
1.73
2.14
2.96

page 5



Hlvller

SAE 100 R3
3103  3/16
3704 1/4
3105 5/16
3706 3/8
3708 1/2
3710 5/8
3712 3/4
3T16 1"
37120 1.1/4

Application.

Inner Tube: Oil resistant synthetic rubber
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Reinforcement: Two testile braid

Cover: Abrasion, ozone and weather resistant synthetic rubber
Temperature Range: -40F to +212F (-40C to +100C)

SAE 100 R5
05704  3/16
05705 1/4
05106  5/16
05108 13/32
05T10 1/2
05T12 5/8
05T16 7/8
05120 1.1/8
05124 1.3/8
05132 1.13/16
05140 2.3/8
05748 3”
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0.52
0.58
0.68
0.77
0.92
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2.88
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13.5
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24.6
27.8
32.5
39.3
46
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1520
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750
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3000
3000
2250
2000
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1500
800
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500
350
350
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10.5
8.7
8.4
7.8

6.1
52
3.9
2.6
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21
15.7
14
12.2
10.5
5.6
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3.5
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2.4
1.4
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2.95
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591
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840

Application. petroleum base hydraulic fluids and lubricating oils, diesel fuels and antifreeze solution
Inner Tube. Synthetic rubber

Reinforcement. One fiber braid and one steel braid

Cover. Fiber braid

Temperature Range. -40F to +302F (-40C to +150C)
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SAE 100 R7
7T03 3/16 5 0.45 1.4 12180 21 3.54 90 0.16 0.073
7704 1/4 6 0.54 13.7 mé5 19.2 3.94 100 0.2 0.09
7705 5/16 8 0.61 15.6 10150 17.5 4.53 15 0.28 0.128
7T06 3/8 10 0.72 18.4 9135 15.7 4.92 125 0.34 0.155
7708 1/2 12.5 0.89 22.5 8120 14 7.09 180 0.49 0.224
7T10 5/8 16 1.02 25.8 6090 10.5 8.07 205 0.61 0.277
7T12 3/4 19 1.05 26.6 5075 8.7 9.45 240 0.33 0.33
7T16 1" 25 1.44 36.7 4060 7 1.81 300 0.89 0.403

Application: Automobile, Engineering, machinery, lathe, agriculture machine Mining, Spurting the oil paint,
Navigation&spaceflight,Cooling and other hydraulic control system.

Inner Tube: This hose consist of a thermoplastic inner tube resistant to hydraulic fluids with suitable synthetic fiber reinforcement
Reinforcement: Synthetic fiber reinforcement, and a hydraulic fluid

Cover:Weather resistant thermoplastic cover

Temperature Range: -40F to +212F (-40C to +100C)

SAE 100 R8
8T04 3/16 5 0.57 14.6 5075 85 3.54 90 0.19 0.086
8T05 1/4 6.3 0.66 16.8 5075 35 3.94 100 0.21 0.097
8T06  3/8 10 0.8 203 4060 28 4.92 125 0.39 0.178
8108 1/2 12.5 0.97 24.6 3550 24.5 7.09 180 0.48 0.216
8T10 5/8 16 1.17 29.8 2780 19.2 8.07 205 0.69 0312
8T12 3/4 19 1.3 33 2275 15.7 9.45 240 0.79 0.360
8T16 1 25 1.52 38.6 2030 14 11.81 300 1.1 0.505

Application: Automobile, Engineering Machinery, Lathe, Agriculture machine, Mining,

Spurting the oil paint, Navigation&spaceflight, Cooling and other hydraulic control system.
Inner Tube:Thermoplastic
Reinforcement: Resistant to hydraulic fluids with suitable synthetic fiber reinforcement,
and a hydraulic fluid and weather resistant

Cover: Abrasion, ozone and hydrocarbon resistant polyurethane
Temperature Range:-40 °C +100 °C (-40 °F +212 °F)air max T = +70 °C (+160 °F)
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SAE 100 R12
4106 3/8
4108 1/2
410 5/8
412 3/4
ame 1
4120 1.1/4
424 1.1/2
432 2"

10
12.5
16
19
25
32
38
51

0.79
0.94
1.08
1.21
1.5
1.84
2.07
2.59

20
24
27
31
38
46
53
66

4000
4000
4000
4000
4000
3000
2500
2500

Application: Petroleum base hydraulic fluids and lubricating oils
Inner Tube: Nitrile
Reinforcement: Four spiral steel wire
Cover: Synthetic rubber abrasion resistant, MSHA accepted.
Temperature Range: -40F to +257F (-40C to +125C)

DIN EN856 4SP

4SPTO6
4SPT08
4SPT10
4SPT12
4SPT16
4SPT20
4SPT24
4SPT32

3/8
1/2
5/8
3/4

11/4
11/2
2

10.1
13.5
16.7
19.8
26.4
33
39.3
52

0.87
0.98
112
1.3
1.57
2.01
2.26
2.81

22
25
28.5
33
40
51
57.5
71.5

6453
6018

5075
5075
4060
3045
2683
2393

445
415
350
350
280
210
185
165

28
28
28
28
28
21

17.5
17.5

1070
1020
840
840
765
500
445
400

9.1/2
12
16.1/2
20
25

1780
1660
1400
1400
120
840
740
660

125
180
200
240
300
420
500
630

7.09
9.06
9.84
11.81
13.39
18.11
22.05
25.98

Application: Very high pressure applications used for petroleum based hydraulic fluids
Inner Tube: Oil resistant synthetic rubber
Reinforcement: Four high tensile steel wire spiral
Cover: Oil, abrasion, weather resistant synthetic rubber
Temperature Range: -40 °C +121°C (-40 °F +250 °F)
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0.74
0.94
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1.74
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180
230
250
300
340
460
560
660

0.6
0.93

1.1

1.4
1.99
2.59
2.99
4.09

1.65 0.75
1.96 0.89
2.43 11

331 15

4.45 2.02
6.72 3.05
7.5 34
9.59 4.35
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