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PETROLEUM TRANSPORT

Lightweight suction and discherge hose designed to handle oil
an refined fuels such as bicdiesel, diesel, ethanol and gasoline.
The hose construction incorporates a wire helix that provides
full suction capability, kink resistance, and a path to conduct

a static electrical charge to ground. The cover is resistant fo
abrasion, oil and weathering.

Tube : Black nifrile

Reinforcemen : Muliiple textile piles with dual wire helix

Cover : Black synthefic rubber; wrapped finish

Temp. Range : -35°F to +180°F (-37°C to +82°C)

Applications  : Biodiesel, diesel, ethanol, gasoline, oil in-plant and storage tank transfer

Delivery, transport

PART NO. INTERNAL DIAMETER | EXTERNAL DIAMETER | Min. BEND RADIUS | WORKING PRESSURE
inch mm inch mm inch mm psi bar

3325-100 254 1.300 33.0 76.2 150 10.3
3325-125 ].]/4 38.1 1.690 42.4 4.0 102.0 150 10.3
3325-150 l:1/2 381 2.000 49.8 5.0 127.0 150 10.3
3325-200 2 50.8 2.500 63.8 6.0 152.4 150 10.3
3325250 2.1/2 1635 3.000 76.9 7.0 177.8 150 10.3
3325-300 3 76.2 3.660 93.0 8.0 203.2 150 10.3
3325-400 4 102.0 4.650 {F 753 11.0 2794 150 10.3
WATER SUCTION HOSE

Lightweight suction and discharge hose designed to handle
alkalies, brine, glycols, herbicides, mild chemicals, slurries
and water. The hose constuction incorporates a wire helix that
provides full suction and kink resistance. The EPDM cover is
resistant to abrasion, heat, mild chemicals and weathering.

Tube :  Black EPDM

Reinforcemen : Multiple textile plies with wire helix

Cover : Black EPDM; wrapped finish

Temp. Range : -40°F to +180°F -40°C to +82°C)

Applications  : Alkdlies, brine, glycols, herbicides, mild chemicals, slurries, water agriculture, construction,

general industrial, irrigation, surface mining

PART NO INTERNAL DIAMETER | EXTERNAL DIAMETER | Min. BEND RADIUS | WORKING PRESSURE
* inch mm inch mm inch mm psi bar

1528-150 720 381 1.890 48.0 6.0 152.4 150 10.3
1528-200 2 50.8 2.440 62.0 7.0 177.8 150 10.3
1528-250 2.1/2 635 2.950 749 8.0 203.2 150 10.3
1528-300 3 76.2 3.500 88.9 10.0  204.0 150 10.3
1528-400 4 107.0 4.530 115.1 220  558.8 150 6.9
1528-600 6 152.4 6.570 166.9 30.0 762.0 150 6.9
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WATER DISCHARGER HOSE

Lightweight discharge hose designed to handle alkalies,
brine, glycols, herbicides, mild chemicals, slurries an water.
The EPDM cover is resistant to abrasion, heat, mild chemicals

and weathering.

Tube
Reinforcemen
Cover

Temp. Range
Applications

PART NO.

1527-150
1527200
1527-250
1527-300
1527-400

STANDARD DUTY LAY FLAT PVC WATER DISCHARGER HOSE

Black EPDM

Multiple textile plies
Black EPDM: wrapped finish

. 20°F to +180°F [-29°C to +82°C)

Alkalies, brine, glycols, herbicides, mild chemicals, slurries, water

Agriculture, construction, general industrial, irrigation, surface mining

INTERNAL DIAMETER

inch

1.1/2

2

2.1/2

3
4

mm

38.1
50.8
63.5
76.2
102.0

1.800
2.350
2.880
3.450
4.450

Series 7541 standard duty lay flat PVC discharge hose is a

lightweight, standard duty hose for mild chemicals and water.

The lay flat construction, general industrial and mining

applications. The cover is resistant fo abrasion, mild chemicals,

ultraviolet light and weathering.

Tube
Reinforcemen
Cover

Temp. Range

Brand Method

Applications

7200-150
7200-200
7200-250
7200-300
7200-400
7200-600
7200-800

Blue nitrile / PVC

: Muliiple textile plies

Blue PVC

Mild chemicals, water,

Agriculture, construction, general industrial, mining.

PART NO. |INTERNAL DIAMETER | EXTERNAL DIAMETER | APROX WT | WALL THICKNESS WORKING
: inch mm inch mm Ibsk g inch PRESSURE (psi)

1.1/2
2
2.1/2
3

4
6
8

38.1
50.8
63.5
76.2
101.6
152.4
204.0

1.602
2.102
2.606
3.110
4.120
6.140
8.140

+14°F to +140°F (-10°C to +60°C)
Working pressures are at +68°F (+20°C). Higher temperatures reduce the available working pressure

40.7
53.4
66.2
79.0
104.6
156.0
206.8

46.0
58.4
71.1

84.4
110.8

0.13
0.16
0.21
0.24
0.36
0.63
1.10

0.42
0.65
0.80
1.25
1.40

0.06
0.07
0.10
0.11
0.16
0.29
0.50

0.19
0.29
0.36
0.57
0.64

0.051
0.051
0.051
0.053
0.060
0.065
0.070

EXTERNAL DIAMETER | Min. BEND RADIUS | WORKING PRESSURE
inch mm inch mm psi bar

150
150
150
150
150

10.3
10.3
10.3
10.3
10.3

80
80
65
60
45
40
40
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TWIN LINE WELDING HOSE RED-FUEL GAS LINE; GREEN- OXIGEN LINE

Twin line welding hose featuring a flame resistant and oil resistant
tube and cover. The red line is compatible with commonly used
fuel gases, including acefylene, hydrogen, natural gas, propane
and propylene, and the green line is compatible with oxigen.

The non-blooming tube minimizes the migratfion of combustible
waxes or plasticizers fo the surface of the rubber and the multiple
plies of textile reinforcement provide flexibility. The cover is
resistant to abrasion, flame mild chemicals, oil and ozone.

Tube : Black chloroprene
Reinforcemen : Multiple textile plies
Cover :  Green (oxigen) or Red (fuel gas) chloroprene; smooth finish

Temp. Range : -40°F to +200°F (-40°C to +93°C)

Brand Method : White ink ( red hose line )

Applications : Red : Acelylene, hydrogen, natural gas, propane, propylene
Green: Oxigen
Bending, brazing, cutting, fabricating, gouging, joining, piercing, pre-heating, postheating, severing,
soldering, straightening, surfacing, frimming.

PART NO INTERNAL DIAMETER | EXTERNAL DIAMETER | Min. BEND RADIUS | WORKING PRESSURE
2 inch mm inch mm inch mm psi bar

2822-03 3/16. 4.8 0.438 11.1 2.0 50.8 200 13.8
282204 1/4. 6.4 0.531 13.5 2.5 63.5 200 13.8
2822-05 5/16. 7.9 0594 151 3.0 76.2 200 13.8
2822-06 3/8. 9.5 0.656 16.7 4.0 101.6 200 13.8

SAND BLAST HOSE Natural rubber tube

Is designed fo blas sand and other abrasive materials to clean,
condition or strip cement, steel, stone and other materials in

a variety of applications. The thick, static dissipating natural
rubber tube provides abrasion resistance and a heavy wall
provides kink resistance. The blended rubber cover is resistant
to abrasion and weathering.

Tube : Black natural rubber; static dissipating
Reinforcemen : Multiple textile plies

Cover : Black synthetic rubber blend

Temp. Range : -20°F to +160°F (-29°C to +71°C)
Applications  : Abrasive materials, sand

Clean, condition or strip cement, steel, stone and other materials
Construction, general indusirial, shipyards

PART NO. INTERNAL DIAMETER EXTERNAL DIAMETER APROX WT WORKING PRESSURE

inch mm inch mm Ibsk g psi bar
8219-08 1/2. 12.7 1.060 28.8 0.40 0.18 150 10.3
8219-12 3/4. 19.1 1.500 38.1 0.65 0.29 150 10.3
8219-16 1 25.4 1.890 47.3 1.00 0.45 150 10.3
821920 1.1/4  31.8 2.170 53.8 1.25 0.57 150 10.3
821924 1.1/2  38.1 2.360 60.0 1.30 0.59 150 6.9
8219-32 2 50.8 2.870 72.8 1.75 0.79 150 6.9
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CLEAR PVC HOSE

Flexible PVC transfer hoses for dry abrasive materials such as
grains, granules, pellets and powders; beverages and potable
water; nonatty and non-oily foods; and sanitary products.

The hoses feature a smooth tube that is abrasion resistant and
will not impart taste or odor, and alows full-flow,while the clear
PVC construction permits visualobservation of materials being

conveyed.

Tube i Clear PVC

Reinforcemen : Multiple textile plies

Cover : Blue tint PYC: smooth finish

Temp. Range : +25°F to +150°F (-5°C to +65°C)
Applications : Beverages, potable water, pure water

Dry abrasive materials, flour, grains, granules, pellets, powders, sugar

PART NO INTERNAL DIAMETER EXTERNAL DIAMETER APROX WT WORKING PRESSURE

inch mm inch mm Ibsk g psi bar
2226-03 3/16. 4.8 0.375 9.5 0.05 0.02 250 17.2
2226-04 1/4. 6.4 0.438 11.1 0.06 0.03 250 7.2
2226-05 5/16. 7.9 0.525 13.3 0.08 0.03 250 17.2
2226-06 3/8. 9.5 0.594 15.1 0.09 0.04 225 15.5
2226-08 1/2. 12.7 0.750 19.1 0.014 0.06 200 13.8
2226-10 5/8. 15.9 0.875 22.2 0.017 0.08 200 13.8
2226-12 3/4. 19.1 1.030 26.2 0.022 0.10 150 10.3
2226-16 Is 25.4 1.300 33.0 0.31 0.14 125 8.6
222620 1.1/4  31.8 1.625 41.3 0.45 0.20 100 6.9
222624 1.1/2  38.1 1.937 49.2 0.64 0.29 100 6.9
2226-32 2 50.8 2.490 63.3 0.95 0.43 75 5.2

CAR WASH HOSE
Flexible hose of PVC compound with 2 braids
Car wash 1160 PSl resistant.
Tube : PVC compound, highly flexible, resistant to abrasion.
Int Surface : Smooth, passage facilitator
Reinforcemen : 2 braids of high tensile synthetic yarn
Cover : PVC compound, highly flexible, resistant to ozone, UV rays and to abrasion
Color . black inner tube / blue outer tube
Temp. Range : -10°C (+14%) + 55°C (+131°F)
Applications : Car washing services or industrial pressure washing.
PART NO INTERNAL DIAMETER EXTERNAL DIAMETER WORKING BRUST PRESSURE
. inch mm mm PRESSURE (psi) psi
w320-08 1/2. 12.7 24.0 1160 3480
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(AIR DRILL ) HOSE

Applications  : High quality air hose for minning and
construction service.

Cover . Yelow, abrasion and ozone-resistant
SBR rubber.

Reinforcemen : Spiralled, high fensile textile cords.

Tube : Black SBR/NBR blend-oil mist resistant

Temp. Range : -22°F [-30°C) fo 176°F (+80°C)

PART NO INTERNAL DIAMETER EXTERNAL DIAMETER APROX WT WORKING PRESSURE

inch mm inch mm Ibs psi
4651-050 1/2. 13 0.08 21 215 300
4651075 3/4. 19 1.14 29 38 300
4651-100 1 25 1.38 35 47 300
4651-125 1.1/4 32 73 44 73 300
4651-150 1.1/2 38 1.93 50 85 300
4651-200 2 51 2.56 65 112 300
4651-250 2.1/2 63 3.11 79 155 300
4651-300 3 76 3.62 Q2 189 300
4651-400 4 102 4.65 118 247 300

PVC MULTIPURPOSE HOSE

Flexible and lightweight hose designed to handle air, mild
chemicals, oil and water. The hose construction incorporates

a class Boil resistant tube and cover, multiple plies of textile
reinforcement that provide strengh and flexibility, and a cover
that is resistant to abrasion, oil, ultraviolet light and weathering.

Tube : Black prime PYC
Reinforcemen : Multiple textile plies

Cover : Black prime PYC; smooth finish
Temp. Range : -10°C (+14°) + 55°C (+131°F)
Applications : Air, mild chemicals, oil water

Agriculture, construction, general industrial.

PART NO INTERNAL DIAMETER | EXTERNAL DIAMETER | Min. BEND RADIUS | WORKING PRESSURE

inch mm inch mm inch mm psi bar
973704 1/4. 6.7 0.500 12.7 0.8 20.3 300 20.7
973706 3/8. 9.8 0.595 15.1 1.0 25.4 300 20.7
973708 1/2. 12.7 0.750 19.1 I[55) 38.1 300 20.7
9737-10 5/8. 16.1 0.890 22.6 2.5 63.5 300 20.7
9737-12 3/4. 19.6 1.090 27.7 2.8 7z 300 20.7
9737-16 1 26.2 1.400 35.6 4.0 101.6 200 13.8
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